


The Atcom Difference

Atcom toggle fasteners are made from
first grade materials and are available in
stainless steel and mild steel, with plated
and plastic powder finishes to enhance
your product. The result of Atcom’s
innovative technology is a patented
assembly process which gives a high
quality latch at a substantially lower cost.

All latches are designed and produced
in Australia under the following patents -
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Aust. 545089; USA 4,485,544; U.K. 2093906.

® The modular design of the latches allows us
to assemble the most suitable arrangement
for a particular product.

® Atcom as the manufacturer is constantly
expanding its range, and is also able to
modify standard latches to suit specific
requirements.
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with Base B1, Lever L3 and Wire Link of 20mm. There are 16 com
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All assemblies may be fitted with any Wire Link (see back pa%e) e.g. S3-B1/L3/WL20 is a latch from Series 3,

and 5 Levers on common Base in Series 1 (see opposite page).

Angle of Bases

B1/A and B3/A of Series 3 is available from 0 to 30 degrees.

inations of Base/Lever assemblies in Series 3,
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WI RE LINKS (bright spring wire, range 2, ASA 1472, 2.24 dia) (304 stainless spring temper, 2.24 dia)

*k
] ‘ Wire Link Maximum Link Maximum Link Claw Maximum
s e Straight Tension Flex Tension Claw Depth Tension
| WLC28 WL20 260 kg WLF17 120 kg
| 4 28 WL20-S 260 kg WLFI7-S N0kg
WL26 260 kg WLF22 104 kg
WL26-S 200kg WLF22-S 95kg
WL37 260 kg WLF32 120 kg
|__ 42 _‘ WLF42 WL37-S 200 kg WLF32-§ 10kg
kw49 260 kg WLF42 80kg WLC28 14 50kg
G WL49-S 200kg WLF42-S 50kg WLC28-S 14 36 kg
T D
W49 WL60 260 kg WLC32 14 50kg
49 —‘ WL60-S 200kg WLC32-S 14 4kg
WLC42 20 Akg
L 260kg WLC50 8 50kg
= | WL71-S 200kg WLC50-S 18 36kg
WwL82 260 kg WLCB0 18 50 kg
<t
- WLC60 25 32kg
WL94 260kg WLCE6 20 36kg
l WLCT72 18 50kg
NOTE: The figures for the Link Claw were obtained by pulling directly from an 8mm dia rod; the Straight
CATCH PLATES Link and Flex Link directly from a catchplate.
Jﬁ E)é\lg%lgELﬁTg MAT)ERIAL CATCHPLATES
- 1.omm Cl 4.2mm
B NS [ e (2B 304 stainless, 1.6mm)
-GB @ ~ = 2 3.3mm
= Catch Maximum
D L QL Tension c3 3.3mm
l- C Catch 240 kg C1/2/3 NOITdE: If required holes may be left out for
! urposes.
27 Catch-S 320 kg cl/2/3 NRKEHG IR
[ v EH LATCH BODY MATERIAL
(CR/2SE, 1.6mm) (2B 304 stainless, 1.6mm)
DIMENSIONS OF MOUNTING HOLES : ‘
1 Series Maximum
q} EB_ _ s :_T_ Sl Base 4.2mm Jonson
TN ﬂ | o 52 Base 4.2mm Si 240 kg
. T & | b $3 Bases:- S5 320kg
1 i S38I 4.2mm or3.3mm S2 260 kg
Lo | €3], _C2
5382 3.3mm S3 240 kg
e B = 8 S383 3.3mm $3-8 320 kg

We reserve the right to change specifications without notice



